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DIN rail kit for topTER 
distribution boards

No. of 
DIN modules

For distribution 
boards, code

Palazzoli 
code

Pack 
Qty

10 579742 - 579824 579852 1

16 579743 - 579826 579853 1

22 579744 - 579828 579854 1

Equipment included: adjustable supports, 2 cable holders and fixing screws.
Features: allows DIN modules to be mounted behind the socket holding compartments.

Distribution boards 
with transparent window 
for the installation 
of topTER devices 
IP66 

Distribution boards 
with transparent window 
for the installation of topTER 
devices and one 63A socket 
IP66 

Technical accessories:

page 163

Technical accessories:

page 163

topTER series

Dimensions on page 408 Technical data on page 31

Thermoplastic
standard applications

Flush-mounted sockets 

Shape Installable 
sockets

Max no. 
with flange

65x83

Max no. 
with flange

88x100

Power 
dissipation

(W)

Palazzoli 
code

Pack
Qty
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2 2 2 22 579822 1
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3 3 1 22 579823 1

1
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od
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4 4 4 40 579824 1

1
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6 6 6 56 579826 1

2
2
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od
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es

8 8 8 70 579828 1

Equipment included: DIN rail kit with adjustable supports. Cable clips.
Screw cover caps for double insulation. Module cover layouts. Stainless steel screws for 
mounting the sockets. Finishing frames for compact sockets.
Hinge kit for door opening.  
No. 1 closing flange, code  579824
No. 2 closing flanges, code  579826 
No. 2 closing flanges, code  579828
Features: padlockable modular door. Suitable for horizontal and vertical assembly. 
Suitable for temporary mounting.
Notes: 16A 3P+N+  to 32A 3P+N+  sockets can be mounted only in the lower 
compartment of the distribution board.

Shape Installable 
sockets

Max no. 
with flange

65x83

Max no. 
with flange

88x100

Max no. 
with flange
100x100

Power 
dissipation

(W)

Palazzoli 
code

Pack
Qty

1
0
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od
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es

3 2 1 1 40 579863 1

1
6

 m
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es

5 4 2 1 56 579865 1

Equipment included: DIN rail kit with adjustable supports, cable holders, screw cover caps 
for double insulation, module covers, hinge kit for door opening.
Stainless steel screws for mounting the sockets. Finishing frames for compact sockets.
No. 1 closing flange, code  579865
Features: padlockable modular door. Suitable for horizontal and vertical assembly. 
Suitable to temporary mounting.
Notes: 16A 3P+N+  to 32A 3P+N+ sockets can be mounted only in the lower 
compartment of the distribution board. Other combinations on page 142.

Spare parts on page 373
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