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The Alumax brochure can be viewed and 
downloaded from www.palazzoli.com

Compliance 
with standards

IEC/EN 60309-1

Material Aluminium alloy

Surface 
treatment

Anti-corrosion passivation

Protection rating
(IP according to 

IEC/EN 60529)
IP67

Colour Natural

Impact resistance
(IK grade according to 

IEC/EN 62262)
IK10

Rated 
current

250A - 400A

Operating 
voltage

Up to 1000V

Operating 
frequency

50-60Hz

Insulation 
voltage

3.3 KV

Diameter of cable entry 
for mobile connections

62mm (250A) 
80mm (320A-400A)

Clamping range for 
receptacles and pins

250A: 50mm2 - 70mm2

320A: 120mm2

400A: 150mm2

Pilot 
contacts

2

Pilot contacts 
clamping section

2.5mm2

Operating 
temperature

-30°C - +60°C

Mobile and flush-mounted sockets and plugs in 
aluminium alloy for heavy-duty applications, from 
250A to 400A with IP67 protection rating, usable with 
voltage up to 1000V. The aluminium alloy body is 
reworked with a passivation treatment to improve the 
resistance to chemical agents. 
The coupling system of receptacles and plugs makes 
use of the Easy Contact technology for maximum 
contact performance over time and ensures easier 
connection and disconnection operations. Each 
connection is provided with a double pilot contact.

ALUMAX series
Connections for high amperages

Aluminium
high resistance

Resistance to chemical agents

WATER SALINE SOLUTION
ACIDS BASES SOLVENTS

CONCENTRATED DILUTED CONCENTRATED DILUTED ALCOHOL ACETONE
PERCHLORO-

ETHYLENE
BENZENE

OILS FATS
AMMONIA OXIDISERS INORGANIC SALTS GASOLINE DETERGENTS U.V. RAYS

MINERAL VEGETABLE ANIMAL SYNTHETIC

Legend: high resistance partial resistance low resistance
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Rated 
current

(A)

Poles No. of pilot 
contacts
(mm2)

Palazzoli 
code

Pack 
Qty

250
3P+ 2x10 750530 1

3P+N+ 2x6 750550 1

320 3P+N+ 2x6 750650 1

400 3P+N+ 2x6 750750 1

Note: up to 660A available on request.

Rated 
current

(A)

Poles No. of pilot 
contacts
(mm2)

Palazzoli 
code

Pack 
Qty

250
3P+ 2x10 751530 1

3P+N+ 2x6 751550 1

320 3P+N+ 2x6 751650 1

400 3P+N+ 2x6 751750 1

Note: up to 660A available on request.

Rated 
current

(A)

Poles No. of pilot 
contacts
(mm2)

Palazzoli 
code

Pack 
Qty

250
3P+ 2x10 761530 1

3P+N+ 2x6 761550 1

320 3P+N+ 2x6 761650 1

400 3P+N+ 2x6 761750 1

Note: up to 660A available on request.

Rated 
current

(A)

Poles No. of pilot 
contacts
(mm2)

Palazzoli 
code

Pack 
Qty

250
3P+ 2x10 760530 1

3P+N+ 2x6 760550 1

320 3P+N+ 2x6 760650 1

400 3P+N+ 2x6 760750 1

Note: up to 660A available on request.

Straight mobile plugs 
in aluminium alloy 
for high amperages 
50-60Hz IP67

Straight flush-mounted inlets 
in aluminium alloy
for high amperages 
50-60Hz IP67

Straight flush-mounted 
socket-outlets 
in aluminium alloy
for high amperages 
50-60Hz IP67

Straight mobile 
socket-outlets 
in aluminium alloy 
for high amperages 
50-60Hz IP67

ALUMAX series
Connections for high amperages

Aluminium
high resistance

Technical accessories:

page 127

Dimensions on page 414 Technical data on page 58
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Palazzoli S.p.A
25128 Brescia - Italy - Via F. Palazzoli, 31 
Tel +39 030 2015.1 
Fax +39 030 2015.258
www.palazzoli.com 
export@palazzoli.com
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