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2-outlet mobile multipliers 
with 16A industrial plug 
50-60Hz IP67 

System adaptors 
with 16A industrial plug 
and domestic sockets 
50-60Hz IP20

System adaptors 
with S17 domestic plug 
and 16A industrial socket-outlet 
50-60Hz IP20

3-outlet mobile multipliers 
with 16A/32A industrial plug 
50-60Hz IP67 

Rated 
current

(A)

Rated 
voltage

Voltage 
colour

Poles h 
ref.

Palazzoli 
code

Pack 
Qty

16

230V 
 2P+ 6 752126 1

400V 
 3P+ 6 752136 1

400V 
 3P+N+ 6 752146 1

Rated 
current

(A)

Rated 
voltage

Voltage 
colour

Poles h 
ref.

Palazzoli
code

Pack 
Qty

16

230V 
 2P+ 6 753126 1

400V 
 3P+ 6 753136 1

400V 
 3P+N+ 6 753146 1

32 400V 
 3P+ 6 753236 1

Rated 
current

(A)

Rated 
voltage

Poles h 
ref.

Domestic 
socket side

Palazzoli 
code

Pack 
Qty

16 230V 2P+ 6
2 sockets 2P+ 10/16A

bivalent P17/11
740002 10

16 230V 2P+ 6
1 socket 2P+ 10/16A

bivalent P17/11
+ Schuko P30

740001 10

13 250V 2P+ 6
standard

BS1363-1995
740003 10

Rated 
current

(A)

Rated 
voltage

Poles h
ref.

Domestic 
plug side

Palazzoli 
code

Pack 
Qty

16 230V 2P+ 6 2P+ 16A S17 740101 10

Compliance 
with standards

IEC/EN 60309-1
IEC/EN 60309-2

Grip 
material

Thermoplastic

Protection rating
(IP according to 

IEC/EN 60529)

IP67 (multipliers)
IP20 (adaptors)

Grip 
colour

RAL7042

Contacts 
material

Nickel-plated brass

Resistance to 
abnormal heat and fire
("Glow wire" according 

to IEC/EN 60695-2-10)

850°C

Flammability rating 
(according to UL94)

V2

Impact resistance 
(IK rating according 

to IEC/EN 62262)
IK08

Rated 
current

16A – 32A

Operating 
voltage

230V-400V

Operating 
frequency

50-60Hz

Insulation 
voltage

690V

Storage 
temperature

-30°C - +70°C

Operating 
temperature

-25°C - +50°C

MULTIPLAY series
Multipliers and adaptors for temporary installations

Dimensions on page 406

Thermoplastic
standard applications
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