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Operating features:

• 180° rotating head
• Start button protected against accidental operation
• Pressure release button
• Automatic battery connection system with release button
• LED illumination of the working area
• Motor ventilation
• Bi-component plastic body
• OLED multifunctional display with touch button
• Centre of gravity positioned for optimised handling
• Anatomical shaping for more convenient and practical grip 
• Li-Ion 18.0 V rechargeable high capacity battery

The next generation of Cembre cordless 
hydraulic tools represents a significant-
ly advantageous evolution from current 
models..
B1300-C is suitable for crimping   
electrical connectors onto conductors 
with sections up to 400 mm2.
The new tool uses the series of dies 
common to Cembre 130 kN tools and 
heads.
Equipped with Li – Ion 18 V 4 Ah bat-
teries, B1300-C offers greater capacity 
than the previous 14.4 V 3 Ah versions.
Faster compression and greater 
crimping force result from the new 
two-speed hydraulic system: a high 
approach speed which automatically 
switches to a low crimping speed, 
ensuring optimal use of the available 
energy.

B1300-C features a maximum pressure 
sensor for enhanced precision and re-
peatability of the maximum pressure 
cycle, and a pressure relief valve provid-
ing additional safety for the operator. 

The OLED display provides 
essential real time 
operating data, 
including:
- crimping  
 force gen-

erated, thus 
verifying ac-
cordance with 
best practice 

- battery charge status 
-   general operating information
-   the number of work cycles completed 

and remaining before recommended 
maintenance.

• Can be used in the  vertical position as 
 a bench tool
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...and expressed in our designs, here 
weight and balance have been recon-
figured to  yield advances in handling 
and convenience. 
The more rigid structure of the bi-com-
ponent plastic body provides greater 
mechanical protection while its rub-
ber inserts boost operator safety and 
comfort.
Quieter operation, illumination of the 
working area via LED lights and a min-
imum of vibration make for even more 
practical use.
The integrated memory card ena-
bles the user to store data from up to 
200,000 compression cycles for trans-
fer to a computer via a USB communi-
cation interface.

I n n o v a t i o n  f i r s t  a n d  f o r e m o s t ,  i t ’ s  i n  o u r  D N A

Cycles performed and 
remaining before maintenance

Crimping force check

Battery charge status

General operating data

Pressure level check

New multifunction OLED display:



Accessories supplied:
• CB 1840L, Li-Ion 18.0 V 4.0 A h Battery (2 pcs)
•  ASC 30-36 EU 27044000, Battery charger
 (INPUT 220-240 V / 50-60 Hz; OUTPUT 12-42 V DC / 3.0 A MAX.)
•  Shoulder strap
•  Plastic storage case

Technical Features:

Type
Nominal 

Compression
Force

kN

M A I N  A P P L I C AT I O N S  -  m a x  s e c t i o n  m m 2 Dimensions  mm
Li-Ion 

Battery
Weight

kg

STORAGE

L.V. lugs
and splices

Insulated
terminals

“C” sleeve
connectors

H.V. 
lugs

H.V. 
splices length height width Type Dimensions 

mm
Weight

kg
Supplied

with the tool

B 1300-C 132  400 240 185 400 400* 406 239 102,5 18 V - 4 Ah 6,5 VAL P41 691 x 456 x 176 4,0 

*limited to the cable insulation diameter
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New Li-Ion 18.0 V 4.0 Ah High Capacity Battery:
•  Provides 100 % of its energy between -15 and +50°C
•  Electronic control of the individual cells to avoid under or overcharging
• AIR COOLED ventilated charging technology for a longer life and shorter recharge time
•  Timed auto off switch to optimise energy consumption
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Any other country, please contact Cembre S.p.A. - Italy

Cembre Ltd.
Tel.: 01675 470440
Fax: 01675 470220
E-mail: sales@cembre.co.uk

Cembre S.p.A.
Telefono: +39 030 36921
Telefax: +39 030 3365766
E-mail: sales@cembre.com

Cembre S.a.r.l.
Tél.: 01 60 49 11 90
Fax: 01 60 49 29 10
E-mail: info@cembre.fr

Cembre España S.L.
Teléfono: 91 4852580
Telefax: 91 4852581
E-mail: comercial@cembre.es

Cembre AS
Phone: (47) 33361765
Telefax: (47) 33361766
E-mail: sales@cembre.no

Cembre GmbH
Telefon: 089/3580676
Telefax: 089/35806777
E-mail: sales@cembre.de

Cembre Inc.
Tel.: (732) 225-7415
Fax: (732) 225-7414
E-mail: Sales.US@cembreinc.com


